ASSEMBLY INSTRUCTION

1. Before you start to assemble your tree, choose a location near a wall outlet.
Assemble the tree stand and place on a level surface.

2. Carefully insert the bottom section of the tree into the assembled stand.
Make sure the pole is firmly inserted into stand and screws tightened.
Then insert the tree top into the bottom section.

3. Allow branches to fall into place or gently pull
up and out. When adjusting branches be sure
that all wires are free of branch hinges.

Extra staples are included for repairing the hinges.
Place the branch into the slot of the bracket. Plug
the staple through the holes and make sure that is
fully seated.
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4. Connect the light strings securely as shown above. Plug the string cord into the wall outlet.
Your entire tree should now be lit. If some bulbs do not light, search for any loose plugs,
broken, loose or missing bulbs. Keep tree plugged in while shaping your tree. Should a
light flicker while doing this, check for the bulb(s) that may have caused the trouble.

5. Begin to shape the branches working from the bottom to the top. Top view
Start with tips farthest from the pole, one to the right, one to the

left and one at the center of the main stem. Side view "&“ ﬁ*&

6. After shaping the whole tree following the previous steps, step back
and take an overall look at the tree. Shift branches to fill any gaps.
Slightly upsweep all branch tips for a uniform look. Your tree is now

eady to decorate and enjoy.
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